
WARNING!
FAILURE TO LOCK THE SLIDING SUSPENSION CAN CAUSE A LOSS OF VEHICLE
CONTROL, DEATH, SERIOUS BODILY INJURY, AND PROPERTY DAMAGE.

OPERATIONAL INSTRUCTIONS FOR SLIDERS WITH HUTCHENS "EZ PULL" PIN SYSTEM.
THIS TRAILER IS EQUIPPED WITH A SLIDING SUSPENSION THAT MUST BE SECURELY LOCKED PRIOR TO OPERATION. THE SLIDING
SUSPENSION IS LOCKED WHEN THE MAIN BODY OF EACH LOCK PIN EXTENDS THROUGH THE HOLES IN THE RAILS. BEFORE
PULLING THE TRAILER, THE SLIDING SUSPENSION MUST BE CAREFULLY INSPECTED TO ENSURE IT IS PROPERLY POSITIONED
AND THE MAIN BODY OF EACH LOCK PIN DOES EXTEND THROUGH THE HOLE IN THE RAILS. BEFORE PULLING THE TRAILER,
APPLY THE TRAILER BRAKES AND GENTLY ROCK TRAILER BACKWARDS AND FORWARDS TO ENSURE SLIDING SUSPENSION IS
SECURE.

TO POSITION THE SLIDING SUSPENSION:
    1. Set both tractor and trailer brakes.
    2. Remove locator bar from behind slider and move to desired location.
    3. To retract the lock pins, grasp the pull handle in the conventional manner and pull it all the way out until the locking notch in the rod engages
        the  slot in the slider rail.
            NOTE: Some or all of  the lock pins may not retract when the handle is in the outboard position.
    4. If any of the lock pins do not retract after the pull handle is in the outboard position, gently rock the trailer back and forth with the trailer brakes
        applied. As soon as any binding between the pins and the body rail is relieved, the lock pins will retract.
    5. Carefully drive forward or backward until the sliding suspension is at the desired location.
    6. Release pull handle and visually check that each lock pin has returned to the locked position and extends completely through the holes in the
        body rails.
             NOTE: It may be necessary to rock the trailer backwards and forwards to allow all the lock pins to line up with the holes in the rails.
    7. Lock the locator bar in the body rails immediately behind the slider. Inspect the slider at each stop to ensure that all lock pins are fully
        engaged in the body rails.
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